£(GLASS BLOCK SHOP

S

150 x40 x Zmm
GLASS BLOCK FRAMING

FIRE RATED EXPAMSION JOINT

3 x 6mm REINFORCING RODS
iH SIDE FRAME

2 x Smm REINFORGING ROD
IN EVERY VERTICAL COURSE

190 x 190 x 150 TFE0 FIRE RATED
GLASS BLOCKS

GLASS BLOCK MORTAR
DR EQUIVALENT

3 x Smm REINFORCING RODS
EVERY HORIZOMTAL COURSE

DWG17 : FRL 490/60 Fire Rated Installation  mote See 0WG1 for fixing detad



£(GLASS BLOCK SHOP

S

DWG18 : FRL -/90/60 Fire Rated Fixing Detail

190 x 190 x 150 TFED
FIRE RATED GLASS BLOCKS

190 x 190 x 150 TF6Q
FIRE RATED GLASS BLOCKS

DRILL HOLE MIN. 80mm DEEP
INTO ALL SIDE WALLS

10mm MOVEMENT GAP AT
END OF & 3mm DRILL HOLES

FIRE RATED EXPANSION
MATERIAL

SIDE RENFORCING RODS
&mm DIAMETER

MIN. LENGTH Z00mim

MiN. 150mm iN TO BLOCKS &
MIM. S0mmiN TO END WALLS



