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DWGO2 : FRL -/90/- Fire Rated Installation

SS BLOCK SHOP

S

100 x 40 GLASS BLOCK
FRAMING

FIRE RATED EXPANSION JOINT

2 x Gmm REINFORCING RODS
AT JAMB

1 x 6mm STAGGERED
REINFORCING VERTICAL ROD

180 x 180 = 100 FIRE RATED
GLASS BLOCKS

GLASS BLOCK MORTAR
OR EQUIVALENT

2 x Gmm REINFORCING RODS
EVERY HORIZONTAL COURSE

2 x 6mm REINFORCING RODS IN
MORTAR BED AT BOTTOM

Mode: Ses DWG12 for fiing datall



£(GLASS BLOCK SHOP

S

180 x 190 x 100
FIRE RATED GLASS BLOCKS

100 x 40 & 2mim
ALUMINILM CHANNEL

DRILL HOLE MIN. S0mm
DEEF IN TO ALL SIDE WALLS

10mm MOVEMENT GAP AT
END OF 6.5mm DRILL HOLE

FIRE RATED EXPANSION
MATERIAL

SIDE REINFORCEMENT RODS
G DIAMETER

MIN. LENGTH: 200mm:

MiIN, 150mm IN BLOCKS &
BN, 50mm IN TO END WALLS

DWG12 : FRL -/90/- Fire Rated Fixing Detail



